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Technical Specifications

Technical Data Sheet

Enstore MENA Distributor:
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Number of MPP trackers

Max. input current (Idc max MPPT1 / MPPT2)

Max. array short circuit current (MPPT1/MPPT2)

DC input voltage range (Udc min - Udc max)

Nominal input voltage (Udc,r)

Feed-in start voltage (Udc start)

Usable MPP voltage range

Number of DC connections (MPPT1 / MPPT2)

Max. PV generator output (Pdc max)

Input Data

AC nominal output (Pac,r)

Max. output power

Max. output current (Iac max)

Grid connection (voltage range)

Frequency (frequency range)

Total harmonic distortion

Power factor (cos φ ac,r)

Back-up power

Output Data

Number of DC connections

Max. input current (Idc max)

DC input voltage range (Udc min - Udc max)

Max. input / output power

Max. AC charging power 

Battery Connection

2

25 A / 12.5 A

37.5 A / 18.75 A

80 V - 1,000 V

595 V

150 V

80 V - 800 V

2 / 1

15 kW peak

Hybrid Inverter

10,000 W

10,000 VA

16.4 A

3~NPE 400 V / 230 V or 3~NPE 380 V / 220 V (+20 % / - 30%)

50 Hz / 60 Hz (45 Hz – 66 Hz)

< 3 %

0.7 - 1 ind. / cap.

3~NPE 400 V / 230 V

Hybrid Inverter

1

22 A

160 V - 700 V

10,420 W

10,000 W

Hybrid Inverter

General Specifications

Dimensions (height x width x depth)

Weight (inverter / with packaging)

Degree of protection

Protection class

Installation

Ambient temperature range

Permitted humidity

Certificates and compliance with standards

594 x 527 x 166 mm

25 / 27 kg

IP 66

1

Indoor and outdoor installation

-25 - +60 °C

0 - 100 %

VDE V 0126-1-1, VDE-AR-N 4105, ÖVE/ÖNORM E 8001-4-712

General Data Hybrid Inverter

Max e�ciency

Europ. e�ciency (ηEU)

MPP-tracking e�ciency

98.1 %

97.1 %

> 99.9 %

E�ciency Hybrid Inverter

Battery Specifications
General Data Cell

Capacity

Energy

Nominal Volt

Minimum Volt

Maximum Volt

Dimension (WxDxH)

Weight

Op. Temp - Discharge

Op. Temp - Charge

Op. Temp - Store

Humidity

130 Ah

0.416 kWh

3.2 V

2.5 V

3.8 V

130x37x243 mm

2.75 kg

-20o C to 60o C

0o C to 60o C

0o C to 40o C

5% - 95%

Cell

130 Ah

0.416 kWh

3.2 V

2.5 V

3.8 V

130x37x243 mm

2.75 kg

-20o C to 60o C

0o C to 60o C

0o C to 40o C

5% - 95%
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